**Ozonation Systems**

**Application:**
Western Water Products applies ozonation in a unique method that not only maximizes the inherent effectiveness of ozonation in odor control but also provides DAF benefits and enhances coalescing action. Through a unique circulation procedure, all water is processed throughout the complete system and thereby maximizing the benefits of this outstanding technology.

**Benefits:**
- Leaves no residue
- Requires no chemicals
- 300 times more effective than chlorine
- Low power consumption
- Not affected by humidity

**Destroys:**
- COD
- WDOR
- Metals
- BOD
- Algae
- Hydrocarbon
- OD
- DOR
- Metals
- Biocides
- Algae
- Hydrocarbon

**Application:**
- Destroys:
  - COD
  - ODOR
  - METALS
  - BOD
  - ALGAE
  - HYDROCARBON

**Specifications**

<table>
<thead>
<tr>
<th>Model</th>
<th>0Z-015</th>
<th>0Z-030</th>
<th>0Z-060</th>
<th>0Z-120</th>
</tr>
</thead>
<tbody>
<tr>
<td>Ozone Produced</td>
<td>15 PPM</td>
<td>30 PPM</td>
<td>60 PPM</td>
<td>120 PPM</td>
</tr>
<tr>
<td>Pressure Rating</td>
<td>5 PSI @ 1 SCFM</td>
<td>5 PSI @ 2 SCFM</td>
<td>5 PSI @ 4 SCFM</td>
<td>5 PSI @ 8 SCFM</td>
</tr>
<tr>
<td>UV Chamber Elect Requirements</td>
<td>.3 AMPC</td>
<td>.55 AMPC</td>
<td>1.38 AMPC</td>
<td>2.76 AMPC</td>
</tr>
<tr>
<td>Total Elect Req.</td>
<td>.75 AMPS</td>
<td>1.5 AMPS</td>
<td>3.0 AMPS</td>
<td>6.0 AMPS</td>
</tr>
<tr>
<td>Voltage</td>
<td>110 VAC, 60 HZ</td>
<td>110 VAC, 60 HZ</td>
<td>110 VAC</td>
<td>60 HZ</td>
</tr>
<tr>
<td>Weight</td>
<td>6 LBS</td>
<td>10 LBS</td>
<td>22 LBS</td>
<td>32 LBS</td>
</tr>
<tr>
<td>Material</td>
<td>UV Protected PVC &amp; Aluminum</td>
<td>UV Protected PVC &amp; Aluminum</td>
<td>UV Protected PVC &amp; Aluminum</td>
<td>UV Protected PVC &amp; Aluminum</td>
</tr>
<tr>
<td>Approx. Size/Dim.</td>
<td>3&quot; Dia x 18&quot; Long</td>
<td>4&quot; Dia x 24&quot; Long</td>
<td>6&quot; Dia x 43&quot; Long</td>
<td>8.5&quot; Dia x 43&quot; Long</td>
</tr>
<tr>
<td>Finish</td>
<td>2 Part Urethane</td>
<td>2 Part Urethane</td>
<td>2 Part Urethane</td>
<td>2 Part Urethane</td>
</tr>
<tr>
<td>Approx UV Chamber Life</td>
<td>10,000 Hours</td>
<td>10,000 Hours</td>
<td>10,000 Hours</td>
<td>10,000 Hours</td>
</tr>
<tr>
<td>Operating Temperature</td>
<td>0-120 DEGREES F</td>
<td>0-120 DEGREES F</td>
<td>0-120 DEGREES F</td>
<td>0-120 DEGREES F</td>
</tr>
<tr>
<td>Ozone Production</td>
<td>0.6 Grams/Hour</td>
<td>1.2 Grams/Hour</td>
<td>7.0 Grams/Hour</td>
<td>14.0 Grams/Hour</td>
</tr>
</tbody>
</table>
Methods of Applying Ozonation Devices

Use of Ozonation Devices listed on reverse side can be applied in several ways:

**Direct Ozonated Air:** Utilizes positive dry air supply, usually from an air compressor. Air is fed from the air compressor at the rate of 1-8 CFM (depends on Ononator size) at low pressure and brought into the bottom of the Ozonator. As air flows through, Oxygen is changed to Ozone gas. The ozone exits out of the top of the Ozone Tube Chamber and is connected by tubing and forced into a tank through an ozone diffusion device. Ozone bubbles from the diffuser (usually located in the bottom 1/3 of the tank) to the surface to do its work. An air pressure regulator is required.

**Injected Ozonated Air:** A Mazzei injector is utilized in the systems water flow whereby water is continuously passed by the “T” in the injector. The Ozonator is connected by tubing to the “T” on the injector. As water passes by the “T”, Ozonated air is drawn in and entrained into the water stream. The water stream is deposited into the bottom 1/3 of the water holding tank. Ozone bubbles to the top to do its work. An air pressure regulator is not required.

**Re-pressurized Water with Injected Ozonated Air:** Water is drawn out of a tank of pit by a pump and back to the same or another tank or pit with the same pump. In the process a Mazzei injector is utilized in the systems water flow whereby water is continuously passed by the “T” in the injector. The Ozonator is connected by tubing to the “T” on the injector. As water passes by the “T”, Ozonated air is drawn in and entrained into the water stream. The water stream is deposited into the bottom 1/3 of the water holding tank. Ozone bubbles to the top to do its work. An air pressure regulator is not required. Re-pressurized Water with Injected Air systems are provided as a “stand-alone” system as shown below and are provided with: Painted Steel Housing, Pump, Ozonator, Control Panel, all Internal Plumbing and Wiring.

Manufactured Using ASTM Certified Materials and UL Approved Electrical Components Where Applicable

Visit our web site to find out more www.watercycle-solutions.com